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SCALE: NOTTO SCALE 

FIGURE 2-2 
TYPICAL CROSS-SECTION R1 
NEINTOWN - SECTIONS 7,8 & REMAINING 9 



DATE: DEC€MBER 14.2005 

TYPICAL CROSS-SECTION R2 JOB NUMBER: 456 

SCALE: NOTTOSCALE N M O W N  - SECTIONS 7,8 & REMAINING 9 
JAMES crrr COUNTY. WRQINU 



IXIST. 7 

20' CORRIDOR 

EXISTING GROUND--\ 

10' TOP /h, ,Il 11, REEL'NEur-- ;;;:EL 

I 
2' DEPTH 

2 

l -4 BOTTOM 

[ coNsmuc11oN 
AREA 

1. CHANNEL SHALL BE DESIGNED TO MEET VIRGINIA EROSION 
- -7Sl 'D SEDIMENT CONTROL REGULATIONS, MINIMUM STANDARD 19. 

2 YEAR PEAK FLOW SHALL NOT CAUSE EROSION TO 
M E  CHANNEL. 
1 0  YEAR PEAK FLOW SHALL NOT OVER TOP M E  BANKS. 

2. CHANNEL LINING SHALL BE BASED ON 2 YEAR VELOCITY. 
GRASSY 
EROSION CONTROL MATTING 
RIP RAP 
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